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= Research Topics on Cross Laminated Timber (CLT)
= Point supported Ceilings and Roofs
» Verifications regarding Serviceability Limit State (SLS)
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=  Summary | Outlook
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Compression Perpendicular to the Grain
design value for compression stress perp. to grain

O citood = A with: A, g9 ... CONtactarea
c,90
point supported point supported line supported

—
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Compression Perpendicular to the Grain
material resistance against compression perp. to grain (f; ¢ 90 4)

publications regarding CLT:

« Y. Halili | TU Graz, 2008
« E. Serrano | Linnaeus University, 2010
« C. Salzmann | TU Graz, 2010

characteristic parameters:

fe crao g | cube | slab-like specimen
Kecoo ((hang-in effect’)

Ec,clt,90,mean
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Compression Perpendicular to the Grain
different loading situations | configurations on CLT elements

centerload - | edge load

‘hang-in effect’
(two sides)

cornerload

"hang-in effect’
(one side)
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Point Supported Ceilings and Roofs

Compression Perpendicular to the Grain
“framework model

GLT cubes
failure mode:
e.g. tension perp. to grain

CLT cubes
failure mode:
deformation at defined failure stage
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7-layered CLT element F 5-layered GLT element™ F
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Compression Perpendicular to the Grain

The cross layers cause a locking effect” and therefore a reduction of
deformation.

comparison of CLT to GLT at the same load level

v" CLT shows reduced deformation perp. to grain (u,)
concentrated on each single layer

v CLT shows higher stiffness and lower stresses in tension
perp. to grain

result:
lower failure probability at the same load level and higher
load bearing capacity perpendicular to the grain
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Compression Perpendicular to the Grain
strength determined on standardised full-loaded prismatic specimen

CLT

f.aitoox =2.1... 2.4 N/mm? [res. publ.] focitaok = - 3.0 ... 3.1 N/mm?

f. gitoox = 2.5 N/mm? fe citook = 3.0 N/mm?

(prEN 14080) @ (proposal TU Graz)

basic value for design
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Compression Perpendicular to the Grain
bearing capacity in constructions

GLT CLT

edge centric
‘line supported’ ‘point supported”
GLT proposal TU Graz
kc’g|t’90 — 1,0 1,5 1,75 kc,clt,90 -~ 15 -~ 20
fc,glt,90,k - kc,g“,go - 3.75 Nlm m2 fC,C|t,90,k - kC,C|t,90 - 4.5 aaa 6.0 Nlm m2
+ 20 %
+ 60 %
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Process for Design of Vibration acc. to EN 1995-1-1

NO

1st eigenfrequency: f; =2 8 Hz special investigation

YES 150 .."'\
v \
. \
specification of performance NP
%
b 100 &
\ 4 \ P00,
limits for deflection w and T~
vibration velocity v 50 ~.
0 1 2 3 4
a [mm/kN]
\ 4
stiffness: w(1kN) < w;;; = a NO
YES damping ratio
y [
vibration velocity: v < v;;; = b(&-1) NO
YES
A4 V

verification fulfilled verification not fulfilled

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 12



lignum | Verifications Regarding Serviceability Limit State holz.bau TU

study research engineering test center forschungs gmbh

Eigenfrequency of a Single Span Girder

identification of eigenfrequencies by FFT:

EJ-u (X’ t) +m- U(X’t) =0 in situ determination of eigenfrequency

( ), 0 ( ) . d requires various test methods, e.qg.:
X dt . .
 “heeldrop
u(x,t)=c -Sin%x Sinw - t (frequencies 0 + 30 Hz)

 “punch from underneath’
(frequencies > 30 Hz)

O _ T EJ
27 2P \'m

EJ ... bending stiffness [Nm?]
m ... mass [kg/m]

| ... length of the single span girder [m]

T~ 1st eigenfrequency

2d eigenfrequency

/ 3'd eigenfrequency

20 30 40 50 60 70
eigenfrequency [Hz]
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2500
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-1000

-1500

-2000

-2500

Proposal for the Damping Ratio for CLT

support construction | testresults proposal
CSO CCLT
[%] [%]
2 side heavy 2.77 2.50
4 side light 3.95
: 3.50
4 side heavy 3.71

damping ratio

« damping ratio depends on the position and type of
excitation
« calculation by means of 2"d + 11t amplitude

damping ratio needed e.g. for

« determination of maximum vibration velocity
Viimit acC.to EC 5

35 , , , v < b(fl-g—l)
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Vibration tests on CLT slabs — Test Configurations
(in cooperation with Munich University of Technology)

cross sections systems
clt]- 5-layered CLT element cont | continuous beam with 2 fields and cantilever
| | | | one element
| | | | “ - s V
| | | | ' D D :
with light floor construction | 2 S J 2ol }
clt|l
(gypsum board)
ngmmmyyggmé 28 smgle span | 2 side supported two elements

L N R —
| | | | 02 e
|

clt|h with heavy floor construction 1 50m |
(floating floor)

4s single span | 4 side supported
S //// A A //// L0 gle span | L
OESSBSBESEESORSBEEBABAEEREARSEREEN

- 0
4, 4 s .

e e o, 3 .

LI .

.

two elements

. d .
. . . .
i e . L4 .
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Vibration tests on CLT slabs — Test Configurations

(in cooperation with Munich University of Technology)
joints

v | transverse force joint

5-layered CLT element ---

overlapping / interlocking --
joint

positively tied by screws -~

7\ N7 ZN\N 57\ N2
NN /7 2PNV /7 NN /7NN
ZN\N\\\\\/ Z NN\ A7/ N\N\N\\NAHHH5\

sealing tapes -7
(compression band)

m | bending resistant joint

S-layered CLT element -~ _ I

on top and underneath
strapping (adhesion by -~~~
screwing pressure)

| AR RN RRR AN RRRRNN) AR

/L NNNNNN/ 777NN ZRNNNNNNY 7777 NNV 777
; : NNV NN 72 2NN 7 2NN\ 77N\
—— g ZANXNXNXNY 7777 TN 2\N\\N\\\ZA//G\

I i AT e
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Some Impressions of the Test Configurations

single span | 4 side supported single span| 4 side supported continuous beam with cantilever
with light floor construction with heavy floor construction and measurementequipment
(4s;clt|I) (4s;clt|h) (cont;clt|-)
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Eigenfrequencies
comparison between test configurations and numerical modeling (FEM)

configuration 1st eigenfrequency

system cross joint testing FEM diff
section [Hz] [Hz] [%]

cont clt| - - 11.10 11.11 0.06
2S clt| - vV 12.00 12.00 0.03
2S clt|h % 7.90 7.41 -6.25
4s clt| - Y, 15.71 15.49 -1.39
4s clt| | Y 9.70 9.92 2.28
4s clt|h Y 10.00 9.92 -0.77
4s clt | - m 16.68 16.72 0.23

The numerical results and the tests show a high compliance!

G. Schickhofer | A. Thiel
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Residential Building
eigenfrequency measurements in situ

stripe of plate > beam model

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 19
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Residential Building

eigenfrequency acc.to EC 5
(beam theory including shear flexibility)

results, based on simple beam model

construction mass :t?f?:;nsgs 1st eigenfrequency
[kg/n] [MN-m?/m] [HZ]
with screed 214 3.038-106 9.7
without screed 214 2.588-106 9.0
1st eigenmode
ZAN A ZAN FAN

conclusio:

remarkable differencies between measured and calculated (simple beam

model) eigenfrequencies

-> detailed investigation in modeling (2D FEM plate model, hinge / fixed
support, ...)

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 20
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Residential Building
special investigation with FEM plate theories

2D FEM plate model

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 21
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Residential Building
special investigation with FEM plate theories

investigation of 8 different models of CLT slab, range of values [10.9 Hz + 17.0 Hz]

calc. eigenfrequency: (13.8 Hz calc. eigenfrequency: (17.0 Hz

model details:

» considered stiffness of screed

* interior boundaries are modeled
with hinge support

» fixed support of exterior boundary

model details:
* not considered stiffness of screed
* interior boundaries are modeled
with hinge support
» hinge support of exteriour boundary

Institute for Timber Engineering and Wood Technology 22
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» In-Plane Shear Capacity and Verification Methods
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From the Building to the Representative Volume
Sub-Element (RSVE)

CLT module load effect

[dead and live load]

load effect
[wind and
dynamic loads]

CLT wallelement
with or without
openings

jointing loads/ in plane loads

’ extracted CLT wall element

Representative Volume Element (RVE)

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 24
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From the Building to the Representative Volume
Sub-Element (RSVE)

extracted CLT s RS
wall element TI planes of
symmetry

planes of
symmetry

THITLHTLLLILLALTLLL L AL LA L LR AL LR LW
TLHLIAL1ILLLIALLL AL R L LR R L LR R L W

|HENEEEEEEEEEN]

glueing interface//' I

tcIt

Representative Volume
Element (RVE)

Representative Volume
Sub-Element (RVSE)
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Shear Stresses in RVSE
determination for infinite number of layers

edge bonded

without edge bonding / cracked

e <

il
yd X

»
=

Ty =27,
7p .- nominal shear Ty ... shear stress in Tt ... shear stress due
stress in plane Cross section to torsional moment

in glueing interface

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 26
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Shear Stresses in RVSE
determination of the substituted thickness for each RVSE, denoted with t;*

J* o

3-layered 5-layered
CLT element CLT element
e.g. RVSE-2 e.g. RVSE-4
|
# of RVSE substituted N # of RVSE substituted
thickness t;* Ty =—> thickness t;*
n-1.*
t"=min(2 t,:t,) Dt 1 t'=min(2 t,:t,)
2 t,'=min(t,;2 t;) 2 t,'=min(t,;t;)
— T 3 ty'=min(ts;t,)
V15T R
4 t,’=min(t,;2 t5)

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 27
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Determination of in Plane Shear Strength Properties for CLT
mechanism | shear” and mechanism Il "torsion”

transverse force transverse force
in horizontal layers in vertical layers

EEEM +-

torsional moment torsional moment
in horizontal layers in vertical layers

Jr,/il\vﬁk I

SHas
I.I

mechanism | “shear”
force in the cross section of the layers
—t—

|0
3
A=

-

mechanism Il “torsion”
torsional moment in the glued surface

F\;\_I -
PR
-

Both mechanisms are interacting and have to be verified!

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011
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Determination of Shear Strength Properties for Mech. | Shear’
(diploma thesis by B. Hirschmann — ongoing)

... acc. current technical approvals, based on tests
performed acc. to the CUAP procedure (= bending failure)

fy etk S 5,2 N/'mm?

configuration 1 (C1) configuration 2 (C2)
(R. JObstl, CIB-W18:2008) (based on EN 408 and EN 789)

*F

/‘,

= .
‘ " - 14°
F/2 F/2 T F
ref. shear ref. shear
areas area
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Determination of Shear Strength Properties for Mech. | Shear’
(diploma thesis by B. Hirschmann — ongoing)

configuration 1 (C1) configuration 2 (C2)
(R. Jobstl, CIB-W18:2008) of shear  (Dased on EN 408 and EN 789)
F area F
/]:/ 7
e - e — ‘ ‘ S
cE 4 > IR
F/2 F |ref. shear
- shear failure up tot = 20 mm + one shear area b

- interaction between bending and shear + shear failure upto t =40 mm
- interaction between compression
in fibre direction and shear
- recommended test configuration
for mechanism | “shear’

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 30
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Shear Strength Test — Mechanism | "Shear’
overview

investigated parameters:

a[mm]| 150 200 -

.
-— e
e

-~

-/ failure area in
| _shear

o= ref. shear
= \ area

t[mm]| 10 20 30

tgap [MM] | 1,5 5 25

F,. -Cc0s(14°)
v,clt = a. t

— ref. shear area
ult
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Shear Strength Test — Mechanism | "Shear’
comparison of configuration C1 and C2

parameter and results:
variations 16 - ——dion 16
14 o o 5% quantile |- 14
E " e 12.80 .
= ] é 11.82
a[mm] | 150 | 200 Z = 136 | == 1114 BT 11
() 10 - 10.30 ; 1962 i = 10.38 10.64 L 10
=
t[mm] |10 .@ - | s
tyap [MM] 5 o _ i
- g 61O COV = 6,2% COV = 6,2% 5
~ 44 = 11,3% L4
|:| fixed parameters % 2 - - 2
[ varied parameters Va - zmi:um 21:}['1;10 15c:.a10 zocia.em 151:?,-'19 "
C1 C1 C1 C2 C2
CIB-W18:2008

series a n=10

» influence of width "a’ [reference dimension: a = 150 mm]
(not relevant in practice)

f,cros10 = 9.9 + 10.6 N/mm?
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Shear Strength Test — Mechanism | "Shear’
comparison of configuration C1 and C2

parameter and results:
variations 16 —  Mmedian - 16
14 - 5 % quantile L 14
E
= . L
a[mm] (1150 el Ny o E
] i ¥ e, -
£ 8.91 10.64" e, 8.95
timm] | 10 | 20 | 30 & 8 = 8.32 ‘5‘_:,:]-% 758 8
tyap [MM] 5 2 64 ' 688 | g
w
e 4 - COV =6,2% COV=6,7% - 4
@
[ fixed parameters 5 24 -2
. 150/10 130/20 130/10 1350/20 150/30
[ ] varied parameters ta+ | | ] | r n
C1 C1 Cc2 C2 C2

series a n=10

» significant influence of thickness 't (size and boundary effects!)

fycitosa=150 ~ 10.6 (t=10) | ~8.7 (t=20)
~ 6.9 (t=30) | ~5.2 (t=40) N/mm?

= recommended value for “mech. I” f, . ~ 5.0 N'mm? (— CLTdesigner)

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 33



lignum | In-Plane Shear Capacity and Verification Methods  holz.bau TU

study research engineering test center iurschungs gmbh Grazm

Shear Strength Test — Mechanism Il "Torsion”
overview

torsional shear stresses in
the glueing interface

M, 1 _ 3-M,

U1 max = 5'a=
, 2 a’
4
with  J, =2
6
M; ... torsional moment
Jp ... polar sectional moment
... of glueing interface
a ... dimension of RVE

2004 : diplomathesis G. Jeitler
~Versuchstechnische Ermittlung der Verdrehungskenngréssen von
orthogonal verklebten Brettlamellen™ (in German)

test specimen
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Shear Strength Test — Mechanism Il "Torsion”

variation of glued surface geometry

| *1100 mm —*{ 150 mm | 200 mm
Series A ! 1 Series B ! K3 SeriesC i K3
! | !
145 mmI—-—-— _';_'_”_'_ IRl 45 mmI:_'_"_'_'f_'_"'_ ~ [240mm 145 mm| T[T T i"—'—'—'— 300 mm
—i— g A 4 —_————
| : .
@ | = : | . / | ! | _v
240 mm | 240 mm | * =00mm |

annual ring gradient

flat grained boards (SW)
spruce

edge-grained boards (RB)

=

shear stresses in the gluing interface 3.M
-

series anr_1ua| r_ing 5%-quantile TT,max =
orientation [N/mm?] a

edge grained
- mm?2
fT,CIt,k A 2-5 N /

flat grained
edge grained

flat grained
edge grained
flat grained

remark:
Value generally accepted!

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 35
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

CLT plate 1D — continuous beam CLT plate 1D — internal forces
« ULS: bending, shear, bearing pressure, fire design « ULS: normal and shear stresses
» SLS: deflection and vibrations including stability, fire design

}
I
-+
:

uuuuuuu
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

CLT plate — ULS verification for in plane shear (will be published in March 2011)

[ Tale) in plane (ULS verification for in plane shear)
||||||||||||||||||
holz.bau forschungs gmbh LAl =ESNIND :
Cross section
® User-defined ' CLT-products with technical approvals Fire right
Fire left
Layer Thickness Orientation -
i
| |
Width 00|+~  Thickness ‘ ‘
ULS verification with respectto in
| Cress section values | In(EmaIlulces.slressesam? s [ . . plane Shear fO rceS for permane nt
llllllllllllllllllllllllllllllllllllllllllllllllllllllll )
' it and transient loads as well as
L mm - - - - -
I : accidental design situations (fire)
Stresses of RVSE
i i Tod' 1.04 N/mm*
Board width
rrrrrrrrrrrrrrrrrrrrrrrrr m at gy, y
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

CLT plate — ULS verification for in plane shear

Cross section Fire

® User-defined O CLT-products with technical approvals [_| Fire right

Fire left

Fire duration | ED+| minutes

i 3-layered ® S-layered O 7-layered

- - - - [_| Fire protection

Layer Thickness Orientation Material

1 25 mm 0 GL24h*

2 18 mm 90 GL24h*

3 323 mm 0 GL24h*

g 18 mm 90 GLZ4n* [_| Heat resistant adhesive

5 25 mm 0 GL24h*

[ | Without gaps or with bonded edges
Width Thickness
—— B Kfire 1.15
dy 7 mm

G. Schickhofer | A. Thiel Vancouver, Canada, 9" February 2011 Institute for Timber Engineering and Wood Technology 39
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

CLT plate — ULS verification for in plane shear

Internal forces Substituted thicknesses Substituted thickness
RVSE | t*
T 1 18 mm =
2 18 mm -
' 3 18 mm
o 18 mm
i " Iy 72 mm
Stresses of RVSE
T . I
l Ideal nominal shear stress Tod" 1.04 N/mm?®
Shear stress in the board Tod 2.08 N/mm?
5 Torsional shear stress in the glueing interface Try” 0.37 N/mm?*
| 75 [kn/m |+ | Dominating RVSE
Design factors Utilisation ratios
.
Kmod | D'E’lil Shear force n,, (Mechanism | - Shear) Ve
¥u | 1_25|i| Shear force n,, (Mechanism Il - Torsion)
Board width 150 mm
According to ETA-09/0036 and ETA-08/0242
Shear force n,y (Mechanism | - Shear) Mnxyv m
Shear force n,, (Mechanism Il - Torsion) Moy m /.""
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

CLT plate — ULS verification for in plane shear in case of fire

Fire
Internal forces Substituted thicknesses Substituted thickness
RVSE L
T 1 24 mm .
2 18 mm =
' 3 18 mm
b o 60 mm
-~ ——
Stresses of RVSE
T Ideal nominal shear stress Todfi 1.25 N/mm?
l Shear stress in the board Todfi. | 2.50 Njmm? .
Torsional shear stress in the glueing interface T g¢” 0.60 N/mm?
| 75 [kn/m | v | Dominating RVSE
Design factors Utilisation ratios in case of fire
K mod fi | 1&‘ Shear force n,, (Mechanism I - Shear) My fi //
Y i 1.00 Shear force "Ny (Mechanism Il = Torsion) “nxy.T.ﬂ
Board width 150 mm

According to ETA-09/0036 and ETA-08/0242

Shear force nw (Mechanism | = 5hear) “nxy.\-’.ﬂ

; ; "
Shear force n,, (Mechanism Il - Torsion) Nnxy.Tfi m b
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CLTdesigner — The Software Tool for Designing Cross Laminated
Timber Elements (CLT) based on Eurocode 5

fann CLTdesigner: Home

—

hOIZ.baU Contact | Login/Status
forSChungs gmbh deutsch english italiano francais Competence Cantars for

[re—— Excellent Technologies
NEWS | FEATURES | SCREENSHOTS | ACCOUNT REQUEST | DOWNLOAD | TEAM
Home

CLTdesigner - The software tool for designing cross laminated timber elements (CLT)

holz.bau e
- forschungs gmbh

CLTdesigner - CLT-Plate 1D

i Account request for downloading the CLTdesigner

To download the CLTdesigner a registration is required to get a valid username and password.

Please fill out and send the form below - thanks.

continuous beam Internal forces Mame *
Company *
holz.bau forschungs gmbh
Inffeldgasse 24 E-Mail *
A-BO10 Graz
Tel: 0316/873/4601

Fax: 0316/873/4619 Address
Registered office: Graz
Register court: Graz Commercial Court

Commercial register number: FN 232682f Fields marked with * are required!

P oyt
Send

www.cltdesigner.at

holz. bau forschungs gmbh A-BO10 Graz, Inffeldgasse 24 t +43 (0)316 /B73-4601 f +43 (D)316 /B73-4619 System hosted by ﬂ'[g.
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CLT | Product

» CLT_standardization and definition of minimum requirements for the
production and quality management (CLT_qgm)

= CLT_harmonization of test procedures for the investigation of product
properties and models (CLT_models)

= CLT _diversity regarding the use of different wood species
(e.g. CLT _poplar)

3-storeybuilding

Graz | AUT, 2011/12

one appartment: CLT poplar
(ongoing)
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CLT | Systems

= use of folded CLT elements for different applications
e.g. bridges, restoration, attic conversion, ...

}A W - :- $ .\;,‘ 2
CR% s L.J,L_;,»» = TR

=

At g A -

bridge | Bruneck | IT bridge | Bruneck | IT loft | Graz | AUT
(transport) (mounted bridge) (Arch. DI Zinganel)

» development of 1D connection systems
(useable for statically and dynamically loaded CLT elements)
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CLT | Transfer

= CLT_handbooks are published and CLT_seminars are realized

* In Europe (e.g. TU Graz, SAH, FH Biberach, promolegno, ...) and
« Canada (e.g. FPInnovations, UBC, ...)

» CLT_designer — software tool for designing CLT elements

PROPOSAL
= CLT_summer_school

= CLT_bachelor_| CLT _master_courses
In the frame of the program
"EU / CA co-operation in higher education and training

« development of innovative curricula (60 ECTS)
at least two Univ. of Europe and two of Canada are required
— mobility of teaching staff and students
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THANK YOU FOR
YOUR ATTENTION

1L AN
I [T .
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Contact:

Univ.-Prof. Dipl.-Ing. Dr.techn. Gerhard Schickhofer

Institute for Timber Engineering and Wood Technology, Graz University of Technology | AT
Competence Centre holz.bau forschungs gmbh Graz | AT

Inffeldgasse 24/l
A-8010 Graz

gerhard.schickhofer@tugraz.at
phone.: +43 316 8734600

Dipl.-Ing. Dr.techn. Alexandra Thiel
Institute for Timber Engineering and Wood Technology, Graz University of Technology | AT
Competence Centre holz.bau forschungs gmbh Graz | AT

Inffeldgasse 24/1
A-8010 Graz

alexandra.thiel@tugraz.at
phone.:. +43 316 873 4606
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